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ZEUS XP110E WITH SOUND ATTENUATED CANOPY
petrogen.gr/proionta/ilektroparagoga-zevgi/h-z-me-kinitires-perkins/xp110.html

Quick Overview

Product Description

Prime Power                                                                            100 KVA

 

Standby Power                                                                           110 KVA

 

Diesel Engine Make                                                                      PERKINS

 

Engine Model                                                                                 1104C-44TAG2

 

Engine Speed                                                                                 1500 r.p.m.

 

No of Cylinders/Alignment                                                           4 In Line

 

Displacement                                                                                 4.4 Lt

 

Aspiration                                                                                       TURBOCHARGED

 

Fuel Consumption at Full Load                                                   21.9 Lt/Hr

 

Cooling Airflow                                                                              187 m³/ min
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Combustion Airflow                                                                      6.3 m³/ min

 

Alternator Manufacturer                                                              LEROY-SOMER

 

Alternator Model                                                                            LL3014B

 

Insulation Class                                                                             Class H

 

Voltage Regulator Type                                                                Electronic

 

Voltage Output                                                                               3 Phase, 230/400 V

 

Frequency                                                                                       50 Hz

 

Battery Voltage                                                                              12V DC

 

Fuel Tank Capacity (Integral up to 800 KVA)                             250 Lt

 

GENSET Dimensions (Length x Width x Height)                      2770 x1120 x 1525

mm

 

Weight (Fuel, Lube Oil & Coolant)                                               1600 Kg

 

Sound Pressure Level at 100% load                                            69.1 dBA / 7 m

 

Sound Pressure Level at 100% load                                            81.0 dBA / 1m

Additional Information

isxys Ρ30Ε-Ρ165Ε


